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DiagnosticLink® 8.24 SP1 Release Features g e -
Summary

General Updates and Enhancements

= Resolved an issue where if upgrading from version 8.23 SP4 to 8.24, an error would be displayed:
“An Error Occurred while starting the MVCI kernel”.

= Resolved an issue where if TCMO5T was connected, the engine type was removed from the Identification panel
display for Gen 6.

= Fleets now have the ability to set custom predefined oil drain intervals.

Enhancements / Features included for Gen 6 Customer Demo Units (CDUs)

= Gen 6 panel support (e.g., Service Routines, Program Device).
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Updated Engine File Support

= Engine CBF files:
TCMOST - 00.00.037
CPC503T - 00.00.28
CPC501T - 02.01.811
CPCO04T - 01.02.115
MCM30T - 30.26.23
ACM311T — 32.00.88
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=.= MVCI Kernal Error when updating from 8.235P4
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DiagnosticLink - Professional
08.24-06220.008080

= An issue was resolved where files from EEEILgleRs Diagrosticlink Thiotessiona X
previously installed version 8.23 SP4
caused an MVCI kernel error.

Q An error occurred while starting the MVCI kernel.

eSYSTEM_INTERNAL_STATE_ERROR: Internal error: An object
has an invalid internal state. (0xD390: Database can not be
loaded due to name collision of 2 modular database files

- TO hel p m|t|gate the error, the smr flle E\g(;i:)ong::;i‘sed names are identical). Affected files are
folder clean up has been improved O e Bespmagoding 25
(d u I"I n g the tOOI u pd ate prO cesSs ) . EZ?SEZi;??:\'sf)icLink\addons\softing\templates\smr\Coding_26.

You can continue to use DiagnosticLink - Professional, but
connections to some devices (such as those in the Fifth
Generation Cascadia vehicle) will not be available.

Please contact product support for direction.

Warning: This ¢ stribution of
this program m extent
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TCMOS5T Supersedes the Engine Type when

connected
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» Resolved issue where the Engine Type was not displayed when connected to TCMOS5T.

Edit View
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Identification
l Fault Codes
Troubleshooting

Instrumentation

Service Routines
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ﬁ Instrumentation

Actions Help

Engine Brake Mechanical
Transmission

All Instruments Chart

Instrument

Adaptive Power Steering

. - "
2027 Freightliner Cascadia 126 Day Cab Fifth Generation 6 x 4 Truck-Tractor
9) VIN: Engine: DDEC25-DD15
" ESN: Transmission: DT12-DT12 OC

MSC Stalk and Switch Inputs MSF Subbus Switches PTO1 and PTO2 Engage

Transmission Learned Values
Brake Hold Function

Air Pressure Monitor Cascadia C
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Set Oil Drain Interval Panel
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Set Engine Oil Drain Interval ? X

Fleets now have the option to
set the Oil Drain Interval via the

new panel option. ACtive

Engine oil grade active

Lumrent Ol Grade
Current Qil Drain Interval miles  New Oil Drain Interval

55000 o

Close
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Panel Support added for GEN 6
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Panel support has been added for Gen 6 including Service Routines, Program Device, 1/O,

Instrumentation, and Parameters.

11 07:29:30.846
11 07:29:32.070
1'07:29:33.183
11 07:30:57.487

Request Results Measurement active value

Soot Sensor sum failure Soot Sensor short circuit failure

- Service Routines
3 Clutch Overload Monitoring  Cylinder Cutout (Manual) DPF System SCR and DPF Voltages SCR System Soot Sensor Tilt Sensor Transmission Dyno Mode Transmission Shift Abort Counter J
absolute current of Soot Sensor uA & 5 5 5

1/0 Control 200 2000 2000 2000 I; 2000
Ay SNA 150 =

Parameters 1500 1500 5 1500 = 1500
Soot Sensor PWM control % Soot Sensor cid 100 o S

O OO —I OO m 1000 1000 ?_} 1000 = 1000
- : E T :
& 2 2 5

Logged Connections (paused) Soot Sensor regen status Soot Sensor active status g 0 g 500 ju 500 2 500 ué_ 500
. £ o o .
Common Powertrain Controlle... Off Inact“/e % 50 § 0 § 0 g 0 ‘: 0
CPC602T: Online 4 = & bl 2
Motor Control Module 3 Regeneration active Prot. tube monitor release ] 5 g o 8 4
. . . 0 o o] = o
MCMSOT: Online Inactive Inactive £ 64400000 & 325 € 217 g 187 g 154
Transmission Control Module 5 < [a} 7] £ W
TCMOS5T: Online Regeneration cycle finished Soot Sensor Cool Time Label
Aftertreatment Control Modul... AW
ACM311T: Online Off I'07:28:15.474

@ PMSensorinspection: Procedure cannot start
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Updated Powertrain File Support

Copyright ® Detroit Diesel Corporation. All rights reserved.

Detroit™ is a brand of Detroit Diesel Corporation, a Daimler company
Warning: This computer program is protected by copyright law and international treaties. Unauthorized reproduction or distribution of this program, or any
portion of it, may result in severe civil and criminal penalties, and will be prosecuted to the maximum extent possible under the law.
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9 About DiagnosticlLink - Professional X
'5 = Powertrain CBF files updated:
5 = TCMO5T — 00.00.037 . N
2 = CPC503T - 00.00.28 DiagnosticLink
g = CPC501T - 02.01.811
N = CPCO04T - 01.02.115 " Supported Devices .
s = MCM30T = 30.26.23 vty
- + ACM31T -32.00.88 e enaritin
) MCM30T 30.26.23 (48)
" ACM311T 32.00.88 (32)
DCBO1T (.smr-d) 02.01.181 (11)
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